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Page Sl Line Now reads in part Should read
umn
29, ... clearing bath, treated 3...... clearing bath, fixed 3 min.
66 | 1.. treated 3
5 from bottom S5 min in running. ... ...... .. 5 min in the amidol
developer, washed
15 min in running
W | Doooo]| MBeooococenasas sulfide is. . . ................ sulfided is
U3 || Bocao]| Zooeooonnnnonan A921) . .. (1912)
9] | 2.. Fig. 4, legend,
line 5........ (marked 10/kv) . ... ... .. .. (marked 10/kv)
a a
110 | 1.. eq. (al). .. ... .. +D [2—s+ ................. +I)|:2—s+
112 | 1.. | I Hereisa................... Here, € is a
121 |...... 200 ... value I, proportional........| value Ig proportional
122 |...... Fig. 1......... GURE 1................... FIGURE 1.
Fig. 5, legend,
128 |...... line 2. @=0=1lc.c0cconcoononaconano =1l (=%
eq. 24)........ 7 () R pi(ab)=
135 |...... eq. 37)........ b dg b dp .
L (RIS ) ﬁ [CES IR
173 |...... Fig. 1, lower So e S,
right.
233 | 2.. Table 2, line 3. .| (See figure 8). ... ... .. .. .. (See figure 9)




